ARROW SQFE _
PFEILFANGMATTE | ARROW WALL,

MADE IN GERMANY

Hohe:
Farbe:
Gewicht:

Lieferung:

2-3m

Grau

ca. 1,0 kg/m?

1 x ummanteltes Stahlseil
(passend fur bestellte Lange)
2 x Seilklemmen

1 x Spannschloss

X x Befestigungsclips
(passend fur bestellte Lange)

Height:
Color:
Weight:

Delivery:

2-3m

gray

approx. 1.0 kg/m?

1 x coated steel cable
(suitable for ordered length)
2 x Rope Clamps

1 x Turnbuckle

X x mounting clips

(suitable for ordered length)



Die Pfeilfangmatte sollte mindestens 15 Meter
von der Abschussstelle entfernt aufgehangt wer-
den. Bringe zundchst die Befestigungsclips im
Abstand von 1 Meter an der Pfeilfangmatte an.
AnschlieRend fuhrst Du das Stahldrahtseil durch
beide Loécher der Clips. Spanne nun das Stahl-
drahtseil mit Hilfe der Seilklemmen und dem
Spannschloss an der gewunschten Stelle. Am
besten geht dies zwischen 2 Pfosten oder Mauern
(Carport, Turnhalle...). Richte nun die Befesti-
gungsclips am Stahldrahtseil in gleichmaRigen
Abstanden aus.

Die Pfeilfangmatte muss an der unteren Seite frei
hangen. Hinter der Matte muss ein Sicherheits-
abstand von mindestens 20 Metern eingehalten
werden. Dieser ist je nach Pfeil- und Bogenmate-
rial zu vergrofRern und kann durchaus auch Uber
100 Meter betragen. Denke beispielsweise an
Compound Bogen, die sehr hohe Pfeilgeschwin-
digkeiten erzeugen.

Uberpriife den Pfeilfang vor jedem Einsatz auf
Beschadigungen und tausche diesen ggf. aus.
Diese Pfeilfangmatte wurde intensiv getestet und
hat eine hervorragende Stoppwirkung. Jedoch
kann auch hier, wie bei allen Pfeilfangen, keine
Garantie fUr eine hundertprozentige Stoppwir-
kung gegeben werden.

Vor jedem Abschuss musst Du Dich vergewissern,
dass sich keine Personen oder sonstige Dinge, die
Schaden nehmen kénnten, hinter der Pfeilfang-
matte befinden. Schiel3e einen Pfeil niemals von
einer geringeren Entfernung als von 15 Metern
ab.

Je nach Bogentyp und Zuggewicht, sowie Pfeilma-
terial, sollte die Pfeilfangmatte eventuell doppelt
gehangt werden.

@ Denke auch an die Seiten des SchieRRstandes!
Far eine falsche oder missbrauchliche Nutzung
Ubernehmen wir keine Haftung.

The backstop mat should be placed at least 15
meters away from the firing point. First attach the
fastening clips to the backstop mat at a distance
of 1 meter between. Then guide the steel wire
rope through both holes in the clips. Now tension
the steel wire rope at the desired location using
the rope clamps and the turnbuckle. This is best
done between 2 posts or walls (car port, gymna-
sium...). Now align the fastening clips on the steel
wire rope at even intervals.

The backstop mat must hang freely on the lower
side. A safety distance of at least 20 meters must
be maintained behind the mat. This can be in-
creased depending on the bow and arrow mate-
rial used and can easily be over 100 meters. For
example, think of compound bows that produce
very high arrow speeds.

Before each use, check the backstop for damage
and replace it if necessary. This backstop mat has
been intensively tested and has an excellent
stopping effect. However, as with all arrow cat-
ches, no guarantee can be given for a 100% stop-
ping effect.

Before each shot, you must make sure that there
are no people or other things that could cause
damage behind the backstop mat. Never shoot
an arrow from a distance less than 15 meters.

Depending on the bow type and draw weight, as
well as the arrow material, the backstop mat may
need to be hung twice.

@ Also think about the sides of the shooting
range! We assume no liability for incorrect or
improper use.
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